ARCTEC® 221 RP

a quality welding alloy

GENERAL CHARACTERISTICS:

ARCTEC® 221 RP is an all position electrode designed for use with AC or DC reverse polarity. This
electrode produces an easily controlled forceful arc with deep penetration and has good re-striking
characteristics. Has excellent welding characteristics in all positions and produces sound crack free deposits.

APPLICATIONS:

ARCTEC® 221 RP is designed primarily for joining of mild steels. Typical applications include fabrication
and repair of mild steel structures, tanks and piping. Ideal for applications where an aggressive arc is required.

WELDING PROCEDURE:

Clean weld area free from oil, grease, rust and other contaminants. Maintain short arc with electrode

tilted at 5 to15© in direction of travel. For weave beads use a slight oscillating motion. Allow slag to cool before
removing between passes. Preheating and postweld heat treatment is generally not required but may be
specified or recommended for the base material.

MECHANICAL PROPERTIES:

Tensile Strength Elongation
Up to 76.100 psi 22-24% - 2"
(525 MPa)

OPERATING PARAMETERS:

WELDING PROCESS: SMAW

POLARITY: AC or DC Reverse

RECOMMENDED AMPERAGE:

Diameter 2.50mm 3.25mm 4.00mm
(3/32") (1/8") (5/32")
Amperage 60-80 90-130 130-160
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The seller makes no warranties, express or implied, including, but not limited to, the implied warranties of merchantability and fitness for a particular purpose, except as
expressly stated in seller's contract, delivery slip or invoice form. Technical data and suggested application are provided to assist you in making your own evaluations and
decisions and should not be interpreted as expressed or implied warranties. Mechanical properties are typical or average values obtained by testing and comparing many heats
of the same alloys. Minimum and maximum values are noted accordingly and are not intended for specific purposes.
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