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e INCO-WELD A Welding Electrode is used for shielded-metal-arc welding of INCOLOY
alloys 800 and 800HT, INCONEL alloys 600 and 601, and nickel steels. The weld metal has
excellent strength and oxidation resistance at high temperatures and retains impact resistance
at cryogenic temperatures. The electrode is an exceptionally versatile product for dissimilar
welding. It can be used on a variety of austenitic and ferritic steels and nickel alloys. Examples
are combinations of stainless steels, carbon steels, INCONEL alloys, INCOLOY alloys, MONEL
alloys, and copper-nickel alloys. Because of its versatility, INCO-WELD A Welding Electrode
is especially useful for general maintenance welding of equipment exposed to strenuous serv-
ice conditions.

INCO-WELD A Welding Electrode can be operated in all welding positions. Power supply:
direct current, electrode positive.

www.specialmetalswelding.com

INCO-WELD® A Welding Electrode

Data contained in this publication are typical of the products and properties described, but are not suitable for specifications.
INCONEL, MONEL, INCOLOY, INCO-WELD, INCOFLUX, INCO-CORED, NI-ROD, NILO, 686CPT and 725NDUR

are trademarks of the Special Metals group of companies.

Minimum Tensile Strength, psi 80,000
Mechanical MPa 552
Properties Elongation, (4d) % 30

Limiting Ni+Co .............. 62.0 min. Cu .......................... 0.50 max.
Chemical C ........................ 0.10 max. Cr .............................. 13.0-17.0
Composition Mn .......................... 1.0-3.5 Nb+Ta ........................ 0.5-3.0

Fe ...................... 12.0 max. Mo ................................0.5-2.5
S ...................... 0.02 max. P .............................. 0.03 max.
Si ...................... 0.75 max. Others .................. 0.50 max.

Specifications AWS A5.11, ENiCrFe-2 Werkstoff Nr. 2.4805
ASME II, SFA 5.11, ENiCrFe-2 DIN 1736 EL-NiCr15FeNb
UNS W86133 ISO ENi6092
ASME IX, F-No. 43 Europe ENiCr16Fe9NbMo
VdTÜV 2104.00

Available Product Forms

Diameter mm 2.4 3.2 4.0 4.8
in 3/32 1/8 5/32 3/16

Length mm 229 356 356 356
in 9 14 14 14

Current A 45-70 65-95 95-130 125-165
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