ARCTEC® TUNGCORE FCS

a quality welding alloy

GENERAL CHARACTERISTICS:
ARCTEC® TUNGCORE FCS is a tungsten carbide metal cored welding wire that requires the use of a

shielding gas. The deposit consists of fused tungsten carbide in a Ni-Cr-B-Si matrix. In addition to its abrasion
resistance the deposit has good resistance to heat and corrosion. Deposit is machinable by grinding only

APPLICATIONS:

ARCTEC® TUNGCORE FCS is suited for hard facing on steel and alloy steel, nickel alloy and
stainless steel components as well as other applications subject to severe abrasion.

WELDING PROCEDURE:

Clean the weld zone free of oil, grease, rust and other contaminants by grinding if necessary.
Avoid overheating. Select lowest possible amperage for welding

MECHANICAL PROPERTIES: (Typical)

Hardness

560-620 HV
2340 HV

Matrix:
Carbide:

OPERATING PARAMETERS:

SHIELDING GAS AND FLOW RATE
98% Argon/2% Oxygen at 30-40 CFH

WELDING PROCESS: FCAW POLARITY: DC Reverse

Operating Range

Diameter Stickout Amps Volts
1/16" (1.60mm) 3/4"(19mm) 160-180 18-20
3/32” (2.40mm) I” (25mm) 200-240 21-23
7/64” (2.80mm) 1.25” (32mm) 220-270 21-23
STANDARD SIZE AND PACKAGING:
Size 12" spools Coll
1/16" 1.6mm 15.0 Kg
3/32” (2.40mm) 25 kg
7/64” (2.80mm) 25 kg
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The seller makes no warranties, express or implied, including, but not limited to, the implied warranties of merchantability and fitness for a particular purpose, except as
expressly stated in seller's contract, delivery slip or invoice form. Technical data and suggested application are provided to assist you in making your own evaluations and
decisions and should not be interpreted as expressed or implied warranties. Mechanical properties are typical or average values obtained by testing and comparing many heats
of the same alloys. Minimum and maximum values are noted accordingly and are not intended for specific purposes.
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